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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY 

REGION 5 
77 WEST JACKSON BOULEVARD 

CHICAGO, IL 60604-3590 
2847 

u ' l  1992 

M r .  Jack R. Cra ig  
Uni ted States Department o f  Energy 
Feed Mate r ia l s  Product ion 'Center 
P.O. Box 398705 
C inc inna t i ,  Ohio 45239-8705 

RE: 

REPLY TO THE ATTENTION OF: 

HRE-8J 

Cond i t iona l  Approval o f  Revised 
P a r t  1, A l t e r n a t e  Water Supply 
Work Plan f o r  t h e  South 
Groundwater Contaminat ion Plume 
Removal Ac t i on  

Dear M r .  Craig:  I 

The Uni ted States Environmental P ro tec t i on  Agency (U.S. EPA) has completed i t s  
I 

rev iew o f  t h e  rev i sed  Par t  1, A l t e r n a t e  Water Supply Work Plan f o r  t h e  South 
I 

Groundwater Contamination P1 ume Removal k c t i o n .  

The rev i sed  Work Plan inc ludes  responses t o  t h e  Ohio Environmental P r o t e c t i o n  

Agency's (OEPA) comments, and r e f 1  ec ts  changes t h a t  have developed s ince  

January 1991. 

U.S. EPA's comments on Attachment I .  

U.S. EPA hereby approves t h e  Work Plan pending i n c o r p o r a t i o n  o f  

Please contact  me a t  (312/FTS) 886-0992 i f  you have any quest ions.  

ames A. Sa r i c  
Remedial P r o j e c t  Manager 
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REVISION 1 TO PART 1 OF THE WORK PLAN FOR THE SOUTH PLUME 
RDIOVAL ACTION FERNALD ENVIRONMENTAL ClANAGEHENT PROJECT S I T E  

Section 3.0, Page 1-2: The work plan uses "5 meter units above 
background" as the selection criterion for laboratory analysis. 
too broad a criterion and the work plan's "5 meter units" should be 
replaced with "5 parts per million." 

This is 

Section 3.0, Page 1-2: The work plan uses indefinite language such as 
"if warranted" and "may." The work plan should state definite 
activities and specify criteria that will require activities to occur. 

Section 3.0, Page 1-2: The work plan states that soil samples will be 
placed in glass jars that will be sealed with aluminum foil lids. 
Specific procedures should be presented on how an airtight seal will be 
maintained. 

Section 3.0, Page 1-2: Specific procedures should be presented for 
maintaining the soil sample at 60°F. 
volatilize target compounds into the headspace, better results could be 
obtained if the temperature was raised to 86°F (30°C) or higher. 
method more consistent with the headspace screening presented in SW 846 

method 3810 is recommended. 

Although 60°F  is high enough to 

A 

Section 3.0, Page 1-2: The work plan should reference all quality 
control procedures and sampl ing procedures 1 isted in the approved 
remedial investigation/feasibility study (RI /FS)  quality assurance 
project pl an ( Q A P j  P) . 

Section 3.0, Page 1-2: 
the 1 isted compounds as the target compounds. 

The work plan should justify the selection o f  

Section 3.0, Page 1-2: The work plan states that samples will be 
retained at 60°F for "at least 15 minutes." 
for a consistent period of time to produce comparable results among 

Samples should be retained 

samples. 
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8. Section 3.0, Page 1-3: The work plan specifies tha t  r insa te  and t r i p  
b l  a n k  samples wi 11 be used as qual i t y  assurance/qual i ty  control (QA/QC) 
samples. The work plan should indicate tha t  duplicate samples will also 
be collected and used as QA/QC samples. 

9. Section 3.0, Page 1-3: The work plan should indicate tha t  t r i p  blank 
samples will be included in each cooler containing samples fo r  vo la t i l e  
organic analysis. The work plan should also indicate that  r insa te  
blanks and duplicate samples will be collected a t  a frequency of one fo r  
each ten samples. 


